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c. DIAGNOSTIC TAB Contains relative links, some diagnostic
functions, information and videos about flashing and OEM’s
that currently provide diagnostics via J2534.
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S8 Tech2Win Technical Support

LS5+ Technical support for Tech2Win using Drew Technologies produced devices is handled by Drew Technologics.
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PC Specifications: v

d. FLASHING TAB Contains the information pertaining to OEM
J2534 flashing including links, information, walk-throughs,
and some helper functions.
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e. SUPPORT TAB Contains functions to check driver installation,
vehicle communication, updating the device, create debug
logs, contact Technical Support and other resources.
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f. TRAINING TAB Contains general information, installation
and Using OEM J2534 Application Videos with
Drew Technologies products.

Fle Tools Help LogOF el CorDiA PLUS

Geseral Sve Diagnasacs Flashing Suppat Training

| Setecta suppartcption beiow:
Training Options -

Fle Tooks Hep LogOff _
General INformation

(@ Beneral rformation

@ cura Information Click on the menu drop dowms at
@uebe the left to see mare options. The
“Flashing”, “Diagnastics”, and
"Suppart” tabs at the top work this
way.

This document is copyrighted by Drew Technologies, Inc. Permission is granted to copy portions of this manual—in whole or in part—provided that
such copies are for use with the product provided by Drew Technologies, Inc. and/or its affiliates. The Drew Technologies logo must appear on all
copies as it appears in the original.

16



@) DREW TECHNOLOGIES MONGOOSEPRO

Maximum Voltage Per MongoosePro® Product

Min Min Min Min
Max VBatt VBatt VBatt VBatt
Product VBatt CAN J1850 K-Line SCI
Chrysler 25 N/A 9 N/A 6
Ford 30 N/A N/A 6 N/A
GM I 18 N/A 9 6 N/A
Honda 30 N/A N/A 6 N/A
ISO/CAN 30 N/A N/A 6 N/A
JLR 16 N/A N/A 6 N/A
Nissan 30 N/A 9 6 N/A
Toyota 2 30 N/A 9 6 N/A
VW 30 N/A 9 6 N/A
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MongoosePro®
Vehicle Connector Pin Assignments
IS0/ Toyota
Pin |Chrysler| Ford GMII Honda CAN JLR Nissan 2 VW
PS
PS PS PS
1 SW CAN | GND/ oo | enb | oNp
Diag X
2 | N850+  J1850+ | J1850+ J1850+ 1850+
CAN 2+ / CAN 2+
3 K-Line | AN 2¥ / K-Line CAN 2+

GND GND GND GND GND GND GND GND GND
6 CAN+ CAN+ CAN+ CAN+ CAN+ CAN+ CAN+ CAN+ CAN+

SCl K-Line
SCI K-Line | K-Line | K-Line | K-Line | K-Line | K-Line | K-Line | K-Line
8 K-Line ROSCO
PS PS PS PS
J sd UART GND GND GND GND
K-Line @ DiagH
10 J1850- J1850-
1 CAN 2- | CAN 2- CAN 2- CAN 2-
12 SCI CAN 3+ | PS5V GFI)\ISD PS5V | PS5V | PS5V
K-Line
13 Feps |CAN3-/ FEPS
K-Line
14 CAS'\él_ / CAN- CAN- CAN- CAN- CAN- CAN- | CAN- | CAN-
) [-Line / . ) ) ) . L-Line / )
15 L-Line PS [-Line [-Line | L-Line | L-Line | L-Line PS GND L-Line
PS PS PS PS
Gnp | OND GND | GND | GND

16 VBatt VBatt VBatt VBatt | VBatt | VBatt VBatt | VBatt @ VBatt

* PS GND = Pin Switched to Ground
* PS 5V - Pin Switched to +5V
* Nissan supports APl 04.04 and 05.00
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AN OPUS COMPANY

Bluetooth Setup

Bluetooth is an option that can be purchased with some
MongoosePro® versions. If you have purchased Bluetooth, your
MongoosePro® will have a BT at the end of the model number.
Please note that DrewTech does not recommend doing any
reprogramming over Bluetooth.

1. Make sure your Bluetooth dongle is installed by inserting
your Bluetooth dongle manufacturer media into your PC and
follow the installation directions.

2. To pair your MongoosePro® BT, right click on the Bluetooth
icon in the System Tray.

Bluetooth Devices
0 v

Customize...

=
LS . 11:52 AM
o M AR b
8/14/2013

3. Click on Add Device

Add a Device
Allow a Device to Connect

Show Bluetooth Devices
Join a Personal Area Metwork
Open Settings

Turn Adapter Off

Remowve Icon

11:54 AM
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4. Select your device from the available options, then click Next.

5. Enter the pairing code 2534 in the text box and click Next
pair the MongoosePro® BT.

6. Your MongoosePro® BT has been successfully paired with
your PC.

NoTE:  Only have one (1) MongoosePro® BT paired with your
PC to avoid erroneous test results. The MongoosePro®
driver will inform if you have multiple devices paired
to your PC.

Technical Support

Please contact Drew Technologies for technical support at
support@drewtech.com or (734) 222-5228 option 3.

If technical support finds it necessary for the unit to be returned
for repair, you will be asked for your contact information and then
provided with a Return Merchandise Authorization number (RMA #).
Drew Technologies will use the RMA # to track the unit through the
repair process. Please write this number on the outside of your
shipping box so it can be routed to the correct department. If the
necessary repair is not covered by Drew Technologies’ warranty,
you will be contacted for payment arrangements.
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